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(57) Ahiii V"- '- / rurmatioii scc-uiiiy system \: 
disclosed hi^vlrj -insiderably sinsj.^Jified access 
control infr^'i-'ji The number of scci-ets in a 
computer system domain is reduced ic a nunimnm, 
yet individual users may still be identified and 
access to applications may still be individually 
controlled. The trusted entity in each of a plurality 
of platforms (1(X), 200, 202, 203) of the computer 
system may store an identity secret of the platform 
(100, 200, 202, 203) and raiay be trusted to use that 
secret in conjunction with an information label only 
when the plalfoim (100, 200, 202. 203) is running 
the correct software to provide and/or take f>art in a 
particular service associated with that information 
label. 
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An information security eystem 

This invention concerns an information security system, 
primarily but not exclusively for use in commercial 
5 domains. 

The invention concerns the simplification of information, 
security systems, to reduce the cost and complexity to the 
domain in using the security service. 

10 Background 

One reason why commercial enterprises are reluctant to 
embrace information security systems is that they require 
a complex on-line infrastructure, which is relatively 

.15 difficult and expensive to maintain. A second r^jafion is 
tb-iu n;vl:l::.= tic.r.?i thft>. ar;« ^-s.cx^rXty nyc..--t be is5<lividu*X.ly • 
t^rittcn to take aivantace c'r eeevrit-y. This, tnak^s them 
more expensive to buy and costly t- intain. A third 
reason is that it is relatively simple for an operator to 

20 make a mistake and compromise security mechanisms. 

Those skilled in the art of information security will be 
aware of the use of secrete as authorization and 
authentication information. Possession of a secr^et is 

25 taken as proof of the right to use or , provide a service. 
In some systems, some secrets (such as passwords) are 
confidentially communicated between the user of a service 
and a provider of a service. Preferably, however, 
possession of a secret is proven without disclosing that 

30 secret. I5iere are several such methods, generally 
involving the use of the secret as an input to an 
algorithm whose inputs are statistically impossible to 
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deduce from its output. Challenge -and- response protocols 
involving hash algorithms (such as SHA-1) and symmetric or 
asymmetric cryptographic algorithms (such as 3DES or RSA) 
may be used for such, purposes . 

5 

Such systems require the distribution of secrets between 
the parties. The distribution of secrets such as passwords 
and symmetric keys requires the use of channels that 
maintain the confidentiality of those secrets, e.g. a 

10 secure socket layer (SSL) protocol. There are numerous 
such distribution systems. Such secrets may be distributed 
using confidential channels provided by existing secrets 
(leading to a hierarchy of secrets) . Such secrets may also 
be distributed through confidential out -of -band" 

3.5 cbantiels. Those skilled in the art of information security 
^vJ.ll c^Ir^o a:; r.ve cf. Piib" ic K--^ In:?:/ -dscr ui,:^:arG:v (^Kl) . 

■ -y:jtehi?^ are trust -based vnet:L.vjds that ais tribute tlie 

pxiblic Jcayr of asyuunetric cryptographic algorithms. 
Preferably, one entity generates an asymmetric key pair 

20 and keeps secret the private key of that pair. The entity 
then uses a PKI to distribute the public key of that key 
pair. The PKI issues **digital certificates", which contain 
a statement of the public key of an entity and the label 
of that entity, all signed by the (secret) private key of 

25 some Certification Authority (CA) . The public key of the 
CA is well publicized. So, when a third party receives a 
certificate, it can use the CA's public key to verify the 
contents of the certificate. When a certificate has been 
verified by such a method, the third party accepts that 

30 the stated public key belongs to the stated entity, 
because the third party trusts the CA. The third party can 
therefore use the public key from the certificate to 
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verify the authenticity and integrity of da1:a eigned by 
the stated entity* 

Some static PKI infrastructure is usually necessary, in 
5 order to identify entities. The * complexity of the 
infrastructure rapidly increases^ however, when multiple 
secrets have to be distributed and stored for each 
user/application pair, and especially when secrets have t-o 
be dynamically verified because each platform cannot store 
10 all access control information. 

Existing security systems tend to have some security 
fimctions in the platform and some in individual 
applications. A platform might have . shared security 
15 resources, such as a cryptographic accelerator, or a 
cryptographic library, or a ^tors for ^^ecretss, or an SBT* 
cngi^T.;^:. fc.j- ^r^ir^nvple. .a ec;^- .:rity av^.t.- ^ -pplio;^^:^ j.» ^a i:»^.hv. 
xxr^e irt-.^.se shared resour^oes v;hen performing iv j >T*£:Curii:" 
functions. Those security ftinctions inclutfle prevision of 
20 confidentiality, integrity, authentication, non- 
repudiation, and so on. Such shared services and 
individual functions are well known to those skilled in 
the art of information security. Often each application 
requires its own security secrets. Duplication of security 
25 services is in conflict with preferred security practice, 
where the number of mechanisms that deal with security 
should be as small as possible and as tested as possible, 
to minimize the risk of bad design or poor construction. 

30 The management of access to a service becomes increasingly 
difficult with increasing complexity and size of service. 
Each customer (user) is provided with authorization data 
to permit access to such a service, l^ethods of user 
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authentication are well known to those skilled in the art. 
Such user authentication data may take the form of a 
simple password, biometric measurements, or (preferably) 
cryptographic keys, for example. Each computer platform 
5 providing the service must be capable of recognizing such 
authorized users, in order that the service is restricted 
to bona fide users. Each such computer platform must also 
be provided with authorization data that permits users to 
validate the service, in order that users may be convinced 

10 that a service is bona fide. Each such computer platform 
providing the service must also be provided with 
authorization data that permits each such computer 
platform to identify and validate each other such computer 
platform. This is necessary in order that a service can 

15 be distributed over multiple bona fide computer platforms. 

:. Vic:; -^t id distribution. Cii^arly, c gr^aL Oeal ox 
authorization information can be required. The need to 

20 distribute and manage this on-line authorization 
information is a significant drawback of existing methods 
of identification and verification at entry points to an 
electronic service. One such system is the well-known 
^^Kerberos" system [see, for example: ^Kerberos: an 

25 authentication service for computer networks", Neuman and 
T'so, IEEE Comms, September 1994]. This is a gatekeeper 
mechanism, used to verify access rights based upon long 
term secrets, and to distribute temporary secrets that 
provide short term access to resources. 

30 

Neither the commercial customer nor the commercial domain 
always benefit from the conventional security model 
described above; using secrets to identify a user. 
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registering with the domain, obtaining a token use the 
computing engine or service, and submitting the token in 
order to actually use the resource • The extra complexity 
costs both time and money, both of which are 
5 disadvantageous. 

Those skilled in the art of information security will be 
also aware of the Trusted Computing Platform Alliance 
(TCPA) (details of which can be found at www.trustedpc.org 

10 and also in WO 00/48063, the contents of which are 
incorporated herein by reference) . This industry body has 
defined the concept of a Trusted Cpmputing Platform. 
Essentially, two roots-of -trust are built into each 
platform. One is the root-of- trust -for measurement, which 

15 starts the process of measuring the software environment 
xn the platform. The second is the roct-of "uwt-f or- 
X 4^oc'^ tiijg . V ''*ic;/ ntc^r'.^ ^^^^^ . ~uu^v. \ritt«r: of ii-.^ie 

measurements made by the root-o>:- r v^:r-v -for uie^ evu. it . 
The root-of -trust-for-reporting 1^ . -lally called th^ 

20 Trusted Platform Module (TPM) , because it is typically 
implemented as a single integrated circuit. The TPM 
protects its methods from interference. The TPM protects 
its secrets from observation and interference. The TPM 
contains several cryptographic functions, such as random 

25 number generation, key generation, encryption, and 
decryption. By means of a TCPA protocol, a TPM may obtain 
multiple anonymous trusted cryptographic identities. A CA 
chosen by the owner of that TPM grants each such trusted 
identity. Each such trusted identity can be used to 

30 cryptographically prove that certain data came from a 
trustworthy computing engine (the TPM) . The TCPA 
specification referred to above also describes how an 
integrity response may be evoked from a platform. An 
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20 



30 



integrity response provides evidence of the software state 
of that platform by reporting (amongst other things) the 
summaries of the measurements made by the root -of -trust - 
for measurement. An integrity response signed by a trusted 
identity is sufficient to prove that the integrity 
response from a platform can be believed (the private key 
belonging to the trusted identity is used to sign the 
integrity response from the platform containing, that 
identity). The recipient of the integrity response must 
compare the response with a set of measurement values that 
should be obtained if the platform is in a trusted state. 
Methods of obtaining such comparative values are described 
in the TCPA specification referred to above, and will not 
be described here. It should be noted, however, that a 
signed statement of the suromariea of the measurements made 

oper-ting iviatvonii 3. - a co.-ven^ --i^: ^^--Ucd '-.c permit 3..;-i-l- 
verification of an integrity response. The TCPA r,vst:em 
relies upon a PKI; the system relies upon several 
certificates issued by several entities, including the 
manufacturer of the TPM. the manufacturer of the platform, 
a conformance laboratory [such as one that deals with 
conformance to the international "Common Criteria- 
security description] , and the manufacturers of components 
25 of the platform (including the software in the platform) . 
The TCPA specification discloses a method of measurement 
of the software state of a platfojrm and the summarizing of 
that state as a number of Platform Configuration Registers 
(PCRs) inside a Trusted Platform Module, which is much 
better physically protected against interference and 
prying than is the rest of the platform. The TCPA 
specification describes a pair of commands called TPM_SEAL 
and TPM UNSEAL. A TPM that receives the command TPM_SEAL 
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(plaintext, per- index, pcr-value) encrypts the plaintext 
data along with the per- index and pcr-value. A TPM that 
receives the command TPM_UNSEAL(ciphertext) internally 
decrypts the ciphertext data to obtain the data 
[plaintext, pcr-index, pcr-value] . At this stage, the 
plaintext data is hidden inside the TPM. The TPM exports 
,^.^®.P^fi»itext data out of the TPM only if the current pcr- 
value of pcr-index in the platform matches the decrypted 
value of Ipcr-index, pcr-value] . Hence data is revealed by 
the TPM only if the platform is currently in the state 
that was stated when the plaintext data was encrypted. 

Existing security services use conventional methods to 
control and provide security services. Secrets are 
distributed and loaded using key distribution systems and 
the fcci.M,tSes of a PKT. Sach pXafeform prcv-Jdir-g a eer^.H^e 
•ja:- li.B c-.... B-r.:r-etr, .-nd -J^he:- -^uch i-Ia i:.;. ^rna uue u - - 
:.ecrot- to idenLl::y «nd v.rify platfor..;. cnat p...vide th. 
s€rvxv<==. Each user of a service is provided with secrets 
20 that enable it to access the service. Each platform 
providing a service needs proof, either individually or 
via another platform, that a prospective user actually has 
the secrets that prove the right to access the service. 
When TCPA Trusted Platforms have been deployed, existing 
services may be amended so that: (i) platforms may be 
identified by trusted identities, (2) platforms may verify 
each other's integrity before providing the service, using 
the service, or cooperating to provide the service. 

•0 A previous patent application (Trusted States) 
PCT/GBOO/03613, the contents of which are incorporated 
herein by reference describes how a platform may exist in 
a variety of different states, each state optimised to 
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ensure the validity of some electronic service. The 
integrity response provided by the platform serves to 
prove to a prospective user that the platform is in a 
particular state that is suitable to safely provide that 
5 service. Those skilled in the art of providing an 
electronic service will be aware that a service may be 
provided by a single platform or may be provided -by one 
platform cooperating with at least one other platform, and 
different services may execute upon the same platform. A 
10 previous patent application (Performing a service on a 
computer) GB 00 20441 :2, also incorporated herein by 
reference, describes the use of enhanced compartments to 
..provide specification and isolation and audit of such 
services . 



15 



:sxi;::'ri:.\a ::?trcuri'^7 sv-:.ei-*=^ r-^'i. mil^ i^^ li^- :.:;;?!. vrUerc 
users and computing eiigines havv, x:±-^:''^-^ .:>c ■gx^■■ ll^'^" V-v 
perform certain accio^^«3 and use certL::" \. Thesre are 

disadvantages in that such a model is not always necessary 

20 for a commercial domain wishing to provide a computing 
resource • The domain might be providing a conventional 
electronic service, or might be providing just a computing 
engine upon which a user can execute his own data and 
applications. Indeed, the domain needs to provide such an 

25 engine service for itself, in order to partition its 
platforms as a set of arbitrary computing engines. An 
important concern of many such domains is that a user will 
pay for the resources consumed. This may be trxie even when 
the user belongs to the domain, because corporate 

30 accounting models often charge individual projects or 
individual departments for use of corporate resources. Of 
course, it is still possible that a domain needs just to 
confirm that the "^customer" or user has the right to use a 
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service and/or resource, and that no payment is rec[uired. 
This conventional security model is still appropriate for 
an employee of a company or a citizen of a country whose 
ID permits access to certain resources , as a matter of 
5 right . 

A given user wanting a computing resource may wish to use 
applications and data provided by that resource, or may 
wish to obtain access to a virgin computing engine, or a 

10 computing engine executing some limited amount of software 
such as an operating system but few or no applications. 
The user may partition his processing requirements 
according to level of security/privacy, and distribute a 
task amongst domains according to those security /privacy 

15 criteria. Non-sensitive computing threads may be executed 
on :?'^^hit.r^^xy v?An{::formH suc'i as ijarSividual r-crkrJtaLionft 

r-: : - thr/: EX:::, ed by a Data Center. A u^^r- evv^v\ a 

domaiii} could take advantage of unused computing resources 
20 in one time zone when computing resources in anoth-er time 
zone are stretched. A private individual could execute 
sensitive data on his own platform and have a reciprocal 
agreement to execute insensitive data on an arbitrary 
platform belonging to a private individual who is asleep, 
25 and whose platform is idle. A roaming private individual 
could execute sensitive data on his own Personal Digital 
Appliance (PDA) and have an agreement to execute less 
sensitive data on an arbitrary platform in the logically 
local environment. A multinational corporation could use 
30 its worldwide desktop workstation resources for corporate 
processing when employees are not at their desks. The same 
non- sensitive thread could be executed on more than one 
platform, and the results compared, to provide increased 
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confidence in the results obtained from arbitrary 
platforms « 

It follows that there is an advantage in reducing the 
5 complexity of a traditional security system, even if the 
absolute level of security is less than that provided by a 
conventional security system. The basic platform should 
provide security, in order that applications can be 
ignorant of security. There should be rapid access to 
10 computing resources and services, without having to use 
gatekeeper authorization mechanisms. 

The invention 

According to the invention a computer system comprises at 

r?.B leae?: or-.r. pi j^'- form corite lining a trucf-sd entity and at 

iLiieiX: use of irne or e$.ch label hy Lhe tr\z3^ ea. entity ie 
dependent on the presence or potential presence of a 
predetermined software state in the or each platform. 

20 

The at least one label may be adapted to indicate or 
advertise • the presence or potential presence of the 
predetermined software state in the or each platform. 

25 The presence of the predetermined software state may be an 
indication that the trusted entity is capable of providing 
a particular computing resource or service. The potential 
presence of the predetermined software state may be an 
indication that the trusted entity is capable of providing 

30 a particular computing resource or service. 
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The or each label may describe a service which can 
potentially be offered by the at least one platform* 

The computer system advantageously provides a trusted 
5 apparatus which is operable to indicate when a particular 
computing resource or service may be available from a 
trusted entity. 

The predetermined software state may include a particular 
10 configuration of computing resources and/or software 
described directly or indirectly by the'^br each label. 

Labels in at least two platforms may be the same where the 
labels describe essentially the same configuration of 
15 computing resources and/or software. The labels in the 

two pl3hforr;':s inay b?=i {^essentially the SBxrie. '«here the labels 

and/ox* tv;are relaLed to t? c sarue distributed computing 
engine or distributed service. 

20 

The or each label may be widely published and one form of 
published label may be signed using a secret Jcnown to the 
platform. One form of published label may include 
descriptive inf oxTnation and is signed by a trusted entity. 

25 One form of published label may include descriptive 
information about the configuration of computing resources 
and/or software associated with the label and is signed by 
a trusted entity. One form of published label may include 
an offer to provide a configuration of computing resources 

30 and/or software associated with the label. The or each 
label may be signed using a secret known to the platform. 
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Reception by the platform of a cryptographic challenge 
incorporating one of said at least one labels from a 
second platform may cause the platform to determine 
whether the computing resources and/or software associated 
5 with said label can be provided by the platform. 

Proof of possession of a label by a platform may be 
sufficient for another entity to cooperate with that 
platform for the purposes of using and/or providing the 
10 confuting resources and/or software described by that 
label. 

The computer system may be operable such that the right to 
use the computing resources and/or software described by 

IS tV'e label depends on pro^'islon of on.?, or more of: 

oroor ^ •.'0;?&u:i,5i< ". & platform secret, 
proof of possession w.c a user secret, 

presentation of a non-secret authorisation value 
20 associated with a user whose use is known to be 

indicative of a request from the user, 

presentation of a non- secret authorisation value 
associated with a user whose use is known to be 
indicative of agreement by the user to tender payment. 

At least one platform may contain trustworthy integrated 
mandatory enforcement controls and security capabilities 
that transparently provide security and privacy to 
applications that are at least substantially ignorant of 
30 security and privacy, and preferably requires permission 
from at least one other platform to permit the flow of 
information to the resources allocated to said other 
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platform from the resources allocated to the first- 
mentioned platform. 

According to another aspect of the invention a con^tex 
system comprises at least one platform containing a 
trusted entity and at least one label, the trusted enti^:y 
being operable such that use of the or each label by the 
trusted entity is dependent on the presence or potential 
presence of a predetermined software state in the or each 
platform, wherein the at least one label is adapted to 
indicate or advertise the presence or potential presence 
of the predetermined software state in the or each 
platform, and wherein the or each label is widely 
published and describes a service or resource which can 
potentially be offered by the at least one platform. 



20 



25 



30 



sy - .-omprisec at J^n- .-ae placxorm contaiiiing ^ 
truaciS entity and at leac=: one label, wherein the label 
describes a predetermined software state in the or each 
platform and wherein the trusted entity is operable to use 
the label if the predetermined software state is described 
by the label is present or potentially present in the or 
each platform. 

The trusted entity may sign the at least one label with a 
secret known to the platform only if the predetermined 
software state is present or potentially present in the at 
least one platform. 

The at least one label may publicly disclose the 
predetermined software state in order to indicate -the 
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availability of a service or the resource on the or each 
platform. 

According to the invention a computer system comprises at 
5 least one platform containing a trusted entity and at 
least one application, wherein the platform is operable to 
perform security functions for the computer system. 

The platform preferably performs substantially all 
10 security functions and the applications preferably perform 
s\ibstantially no security functions. 

The platform may be operable to apply mandatory security 
controls on communications from the computer system. 

15 Updates of security funrM-.ions may be broadcast across the 

. According to the invention a method for -. •- nut^r syctwm 
to signal the potential availability oi: a computing 
20 resource comprises providing a platform containing a 
trusted entity with at least one label,- wherein the label 
is used by the platform only when a predetermined software 
state is present in the platform. 

25 The label may describe the computing resource or service, 
which is defined by the predetermined software state. 

An information security system may have a level of overall 
security slightly less than that of a conventional 
30 security system, depending on exact circumstances, but it 
is anticipated that the level of security is adequate for 
commercial purposes. 
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15 

one aspect of the invention concerns the simplification of 
access control infrastructure that must be provided by the 
domain. The number of secrets in the domain ie reduced to 
a minimum, yet individual users may still be identified 
5 and access to applications may still be Individually 
controlled. At the same time, secure applications may be 
maintained across • the domain by a broadcast mechanism, 
without having to deal with each platform as an 
individual. A mechanism of payment for resources is an 
» integral part of the system. The requirement for a 
domain's on-line Public Key Infrastructure (pki) is 
reduced, or even eliminated. 

Another aspect is the transfer of all security mechanisms 
xnto the platform, away from applications. This simplifies 

'''^'^"'^ >:^-iuir^u t., ..:op.r:^y ,,.:piemc.nt .ecurir^ ' 
runction... This also make, ic possible to apply ..eurity 
to legacy applications that are not aware of security 
Thxs also reduces risks, because the platform can provide 
mandatory security controls and because there is a 
reduction in the number of people required to design and 
build security mechanisms and controls. 

This invention also recogni.es that a major requirement of 
a user of such domains is that a user's data and 
applications on a computing engine do not -leak- to other 
users. If a user chooses to cache applications and 
information with a domain (for whatever length of time), 
the domain needs to provide access controls to those 

applications and data snr-'h ^v.^^. i 

sucii that only the user or his 

agent can use the applications and data. 



wo 02/086684 



16 



PCT/GB02/01856 



This invention discloses an architecture that potentially 
eliminates the need for applications to be aware of 
security; minimizes the number of secrets in the platform 
(just one secret per platform) ; minimizes the number of 
5 secrets that identify the user (just one secret/value per 
user) ; permits all secrets to be installed at manufacture 
or initialisation, yet enables separate access controls 
for separate users to separate services or domains; 
enables the broadcast of maintenance information over all 
10 platforms in the domain, irrespective of platform 
identity; and does not necessarily need an on-line PKI 
infrastructure. 

One main aspect of the invention is that a trusted entity 

3.5 in '-lach of a plurality cf i::>latf or-nis stores ai-» identity 
-■r.c.::ci- the ^: ■'^\.^ox-^i -Srio ce ^ to ^ ' ^-a c. 

-..-:::.:ret vonjuncLi: ' '.tAi a IruZbJ. ciiXv the • ■ V.rv/v m 

running the cc.i software to previa/- ancl/or take 

part in a particular service associated with that label. 

20 

A second aspect of the invention is the publication of 
global labels describing services and computing engines. 
Each global label preferably serves to identify the 
properties of an engine and/or seirvice executing on that 

25 engine, and is preferably signed by a platform hosting the 
engine/service. Such labels and their interpretations may 
be published on a database, or on the World Wide Web, and 
may be available within a domain or globally. Such labels 
and their interpretations are preferably digitally signed ' 

30 by a trusted entity, preferably the domain itself. A 
platform preferably publishes the global labels of the 
engines and/or services that it has the potential to 
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provide, even if the platform is not currently providing 
or in a position to provide that engine and/or service. 

A third aspect of the invention is that a platform 
5 determines whether an engine and/or a service associated 
with a label can actually be provided only when a platform 
is requested to provide a particular engine and/or service 
associated with a label. 



10 



A fourth aspect of the invention is that a platform may 
provide and/or use an engine and/or a .service associated 
with another platform based solely upon recognition of a 
label owned by that other platform. 

15 A fifth main aspect of the invention is that a domain need 
not. provide ±tB c-vn on-Tine pjci i-,c. validate xtsev-- ucir-j 
«ecret3, I:-:.::c:Ha. the c)ou..ii:r Tr^ay -ifcr-.. u^r: ^ct-...^l 
on-l.ins sexvi-a i-hat may o.^^:- true secrets or may use 
quasi -secrets. Preferably the on-line service is one that 
0 can be used for user identification and more preferably 
the on-line PKI is one that can be used for on-line credit 
verification and payment. 

A sixth aspect of the invention is that each of a 
5 plurality of platforms has an integral security service 
that provides security/privacy functions that drastically 
reduce (if not eliminate) the level of security functions 
that individual applications on the platforms must 
incorporate. The security service preferably enables an 
operator and/or a user to set the policy governing the 
level of security and privacy that will be provided for 
the engines and/or services that execute on the platform. 
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Each platform may be considered to have one or more 
cryptographic identities that are published only if the 
platform is in a certain state. Each cryptographic 
identity preferably consists of a different global label 
5 and the same shared secret for uee in cryptographic 
algorithms. The identity and the mechanism that publishes 
global labels are preferably trusted, so that a third 
party believes that a platform is in the appropriate state 
to provide a particular engine and/or service when the 

10 platform exports that identity. Each such state preferably 
corresponds to an environment where mandatory controls are 
applied to a user' s data and applications. These controls 
preferably isolate the user's data and applications as and 
when necessary. Such states may also correspond to 

15 ^er\»^ices execut5.n<3 in f?uch ao. environment. 

.^^.11 ±d<^rZ2.y:2 c::^ p.rbi:'-' :^-:'':lri^ - li^ - z^o engine ::-nd/cr servi-oe 
preferably have the saine label, across all platforms, at 
least within the domain. This permits easy identification 

20 of platforms that can cooperate to provide those engines 
and/or services. A label may however be differentiated to 
indicate that a platform is executing the client portion 
of a client-server process, the server portion of a 
client- server process, or a peer portion of a peer-peer 

25 process, for example. As mentioned previously, all 
identities belonging to the same platform preferably use 
the same cryptographic secret, but have different labels. 
If there are privacy concerns, some or all identities 
belonging to the same platform could have different 

30 cryptographic secrets, but this increases coinplexity. 
Identities belonging to different platforms and/or systems 
must preferably have cryptographic secrets that are 
(statistically) different. Identities could be obtained 
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preferably diaitaUv / credential 1, 

" --.aerel . jroX "'^ 

,-.L-»... "rt.f.cate. ^.^ credential preferably 

■.va.^.S a- - - i , — ■ 

■ ^^-^---^-bly dioitally . — — 

considered trusc" orthv b - - • / ' 
=0 in.era« 'proCra '° 

secret. Preferably that trusted entlt; T'"" 
Itself. entity 1« the domain 

"hen a platform asserts m,.^ 

« and/or service it „ , """"" " ="9l« 

el^ advertil; dat^ 1' "^"'^ ^ 

^eacribin. that en^i": " ^^^^ 

that the data is an pTaT/" 

uverc. A platform post:B or y^*i^ ^ 
appropriate adverts tr./^ retracts 

30 preferably accoraTn, t/ ::"" '^or e.ampl„ , 

provide the ..s^J^^ "'^^ ^'""al to 

With that label Mh " associated 

'="<=h as an „ address), to anable 
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comTniHii cations with the platform. The existence of such 
advertising does not in^^ly that the platform will provide 
that service; only that it has the potential to provide 
that service. On receipt of a request, a platform 
5 preferably assesses its internal state, which has been 
measured in a reliable manner, preferably using TCPA 
mechanisms. The platform (strictly, the platform's TPM) 
preferably uses its identity secret to sign confirmation 
of the availability of an engine and/or service only if 
10 the platform's state is the correct state to provide the 
engine and/or service. Such confirmation data preferably 
includes at least the label describing that engine and/ or 
service and an indication that the data is a confirmation. 

15 Preferably both the user and the host use platforms v-hose 

platfox- can provide or c-^sume t:I:.e ii-erv^c:-::; , ^-^^:0 
platforms cannot cooperate, and/or co*^»perate to provide 
distributed service to a third platform, in the manner 
20 envisaged in this invention. 

If a user wishes to use a particular engine/service, the 
user or his agent preferably browses Web sites and 
searches for adverts of that particular type of engine 

25 and/or service. When the user finds a suitable label, it 
verifies the associated credentials and decides whether to 
trust the attestation. If the user trusts the attestation 
sufficiently for the task in hand, he preferably contacts 
the indicated platform in the indicated domain, states the 

30 target engine/service, presents any payment information or 
identification information that may be necessary, and 
presents any relevant policy information. A domain 
platform may decide whether or not to grant access based 
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upon the user's credentials. Alternatively, the domain may 
grant access irrespective of the user's credentials. 

After two platforms have agreed to cooperate, they 
preferably use conventional cryptographic methods such as 
the Diffie-Hellman (DH) protocol or the Secure Socket 
Layer (SSL) to provide confidentiality of communication 
between them. So the long-term identity secret inside the 
platform provides identification of the platform, while 
less permanent secrets created by the DH protocol or SSL, 
preferably provide confidentiality for the platform and/or 
for the engines and services provided by the platform. The 
user preferably sends to the domain a policy statement 
that states the security and privacy conditions that apply 
to the data and applications that will be executed by the 
c.\ji:tf? .in . S-^v'Ai a pol.:;.-'" v;lT"l ofron i.nr3 -:;-e ^^--:v- 

;..>at all u.,«r data tuici applln.v:. ; . .,e a:-;-, '..o be isoi«:.ed 
from that of other users while :_^y are on the host. The 
20 user may also intend to cache certain data and 
applications at the domain's platform. Then the hoe t must 
isolate and store and protect such data and applications, 
such that only the user can access them, based upon the 
user's identity or the identity of the user's platform. 
25 These protection mechanisms do not require the involvement 
of the user. The domain may have trusted facilities that 
provide the necessary protection, probably but not 
necessarily involving cryptographic processes and tiie 
storage of secrets toown only to the domain and its 
agents. The default policy may be that the user can gain 
access to those data and applications if the user's 
platform has the correct identity-label and the user 
presents the same generic payment /access information. 
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In one preferred method of use, domains are not aware of 
the identity of the actual user or users. Platforms 
constituting a distributed service or distributed 
5 computing engine in a domain will preferably cooperate 
with other platforms having a global label describing that 
distributed service or computing engine cUid signed by the 
domain. This model is particularly applicable to a group 
of platforms configured to belong to a particular set, 
10 such as a computing center for a domain. 

In another preferred method of use, domains may require 
the presence of a user or users at a platform, or at a 
particular platform. In that case, the user's platform m.ay 

15 pass the o.riir-r's* r:--eo.i?ntia?cs to the dcmain, ;?rr'f crably.- 

whtiii oex:<:i\l^y u; xhj^^- --^ ar^ •y.:"is--:r::.t , At • • ig the 

duty of the plr^LL'-an to verify that LI ..i usex^ cually 
present. The platform may use any of the conventional 

20 recognition methods to verify that a user is present, 
including passwords, biometrics, location, and security 
tokens such as smartcards. This model is particularly 
applicable when a user has a PDA and wishes to use 
computing resources in the domain. In one sense, the 

25 user's platform becomes the user's token as far as the 
network is concerned. 

A platform requires a trusted mechanism to control the use 
of the identity secret and the global labels. The identity 
30 secret is preferably used by the TPM to sign a given label 
only if the platform is in the state that corresponds to 
the engine/service associated with the label . One suitable 
mechanism is an adaptation of the TCPA TPM_SEAL and 
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TPM_UNSEAL mechanisms. Recall that a TPM exports UNSEALed 
plaintext data out of the TPM only if the current, per- 
value of pcr-index in the platform matches the decrypted 
value of [pcr-index, pcr-value] For the purposes of this 
5 invention, a label is used as the plaintext data, and the 
pcr-index and pcr-value are values that correspond to the 
software state of the engine/service associated with the 
label. Alternatively, a TPM could sin^jly store the labels 
and PCRs, and be arranged to release them only when the 
10 correct software state is detected. Preferably a set of 
labels and PCRs is preloaded into, the TPM before 
deployment of the platform. This reduces the burden on the 
user of a platform, since platforms are already supplied 
with a useful set of identities. Any upgrades or 
K:aintenance of these identities is preferably done by an 

rerform an upgrade or do n^cintenance, the dc.u-.in 
preferably determines the platform state that it wishes to 
20 correspond to some particular engine/service and 
broadcasts the same information to all platforms within 
the domain. Part of the broadcast is preferably the 
distribution of new or upgraded application/domain 
software. Another part of the broadcast is preferably the 
distribution of the corresponding new or. upgraded software 
measurements (PCRs) to TPMs, such information being signed 
using the domain's private key. Each TPM preferably 
verifies the new information in the same way, using the 
same public key preloaded into the TPM at manufacture or 
30 initialization. 



25 



A label is preferably not conf irmed^ by. a platform identity 
unless the platform's software state is such that the 
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platform, enforces a Tninimnm set of requirements 
(protection of engines and/or services) , and contains an 
entity that does securi1:y processing and hides that 
security processing from applications on the platform. A 
5 label that does this but is not associated with a given 
engine/service is called the *root label" of the platform. 
It can be used for signing when the platform meets the 
minimum requirements. Production of signatures 
incorporating other labels preferably depends upon the 

10 presence of the computing engine and/or service associated 
with the label. When merely advertising, a platform 
preferably consists of any existing engines and/or 
services plus a superposition of potential engines and 
potential services. When a suitable challenge (a ^quantum 

15 challenge" seems a suitable name, for obvious reasons) is 
:^:*~ce.•.•^.'cd by a plB ".s , i.t oreTerahO^y forces rbe plai ^Torrr: 

platform. The plucform may ruake all actual star.t::^ vit^i:;l.i 
to the challenger. Alternatively, the challenged platfonn 
20 may just instantiate the challenged engine/service (if 
possible) , and provide a conventional crypto- response back 
to the challenger to confirm provision of the 
engine/service associated with the label. 

25 When a first platform wishes to verify that a target 
platform will provide a particular service/ it sends a 
"'quantum challenge" to the target platform. The TPM in the 
target platform inspects its (PGR) state measurements. If 
the desired state exists, either because the platform 

3 0 enters that state on receipt of the challenge or is 
already in that state, the TPM is preferably able to 
UNSEAL the appropriate label and preferably signs its 
response (including the label) using the platform identity 
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secret corresponding to that label. That is to say, it 
signs a nonce (received in the quantum challenge) plus the 
label corresponding to the desired service using the 
platform's identity secret (or the secret specifically 
5 allocated to that identity label). The first platform 
receives the response, checks the nonce and checks the 
label. The first platform then checks the signature, using 
the public key of a trusted Certification Authority, 
preferably the domain. This signature check may be done 

10 on-line, but is preferably done off-line using a ptablic 
key loaded at manufacture or initialization. If all checks 
pass, the first platform believes that the target is 
running the particular service, and may decide to use or 
perform the service in cooperation with the target 

15 platform. Such a check may be all that is required if a 
vsriiTied placfcnu :?c;^iil:iity c-^i l:^.]^r-:l j^rcsVX'le ?-\^fficieiic 

interncti an urganisatioii r. .v-^:/c:c dciaaiii* 

20 If payment but not authorization or identification is 
required to use or provide a service, and the requestor 
has money in an electronic form, the required amount of 
electronic money is preferably simply transferred between 
platforms at some point. 

25 

If payment is required to use or perform a service, the 
requestor is required to provide payment information. This 
preferably takes the form of a credit card number or 
credit card signature. A credit card number may belong i:o 
30 the platform or may belong to a user. If it belongs to the 
platform, the number is preferably stored in the platform, 
preferably in a secure manner, such as that provided by a 
TPCA TPM_SEAL command. If the credit card number belongs 
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to a user, it may be stored in the platform, preferably in 
a secure manner, and released after permission from the 
user. Alternatively, the user may provide the number to 
the platform. If a credit card signing secret belongs to 
5 the platform, the secret is stored in the platform, 
preferably in a secure manner such as that provided by a 
TPCA TPM_SEAL command, and used to sign a request. If a 
credit card secret belongs to the user, the secret may be 
stored in the platform and used to sign a request upon 

10 identification by the platform of the user, and/ or of the 
user by the platform, and/or permission by the user. If a 
credit card secret belongs to a user, the secret may be 
stored^ in a token such as a smartcard, and used to sign a 
request upon identification by the platform of the user, 

15 snd/or of the. ufie>" by the platform. The protocol that: must 

V.--:; j-n existing credit agency, such aa the VISA (Trade: 
Mark) .or Mastercard (Trade Mark) networks, to verify the 
20 payment authority. 

If a user authentication is required, the same 
authentication is preferably used for all authorizations 
of that user. (Of course, multiple 

25 authentication/authorization values may be used, but this 
increases complexity.) Preferably this user authentication 
should also indicate the ability and desire to pay for the 
service. Note that, in this invention, the value that 
provides user authentication is not necessarily a true 

30 secret, merely a value that is guarded by the user and 
used in circumstances when the user wishes to give 
approval for some process, and is potentially visible to 
more entities than just the user and the verifier. 
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have the properties o£ a credit card, whether a simple 
number (a valu*» o<-r^>.^^ sample 

or a ail- ' ""^""^ . 

^ a eignxng aecret (stored on a amartcard, for exan^ie, . 

idenLT"'. " "°' -"«-i«tion a„d/or 

111 I T '° - ^-'°"> - -rvice 

to verify the authorization/Identification information 
-t to regueat payment. The credit agency o^ght cha2 
o„e .^ey for providing thia service. L affect tt 

s that : l^"" '° ^-^"-^^'^ ^^n. The protocol 
that ™st he „sad ™ay be similar or the sa^e as that „.ad 
-3- s foant-Of-SaJe tsEninal sit- - 

-^-3t, Che c-..id r,lsh.: ,s requested to •.- , , -1.. ' 
orsatad by the domain «nd/or the credit"-' 
exainple. "ediu .yenoy, for 

ide„rifT:rt- -'"^^^tlon and/or 

rdentrfxcataon rs ra.^ired to use or perform . service a 

process similar to ^v,*. « ^^^xce, a 

me aifference ija »^va. 

auhho.- ^^"^ identification and/or 

authorization server ie 7ir«,i »4 c«a/or 

is used simply to verifv m,^ 

a^thorization^identification inf_tion. ^ 

22 : ^^""-^ '-'-^^<- — ^-d 

with a label, even just the root label 

environment shouid praferabay protect a .'ser a ZTZ 

applications fro. interference or prying ^Mta^ 
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applications belonging to other users, A person skilled in 
the art will be aware that compartments and virtual 
machines are well suited to this task. Information from 
one compartment or virtual machine is prevented from 
5 unauthorized interference or prying on other compartments 
or virtual machines. 

When a platform is exhibiting the behaviour associated 
with a label, even just the root label, its software 

10 environment preferably includes a security service that 
cooperates with the mechanism providing the compartments 
and/or virtual machines . This security service preferably 
performs all the security services on behalf of the 
engines and services running in the compartments and/or 

15 virtual machines. The security seirvice preferably verifies 

i->ii^^. plauxorra. The security hseirvict; may ciieck chac 
J. •.•r.-:.\ing messages have correct signatures that contain the 
correct label. The security service may cooperate with the 

20 platform's TPM to sign out-going messages while 
incorporating the correct label. The security service 
preferably manages the Dif f ie-Hellman protocol between 
platforms and sets up and takes down secure channels as 
required. The security searvice preferably manages all 

25 storage of secrets used to store data and/or applications 
belonging to another platform and/or user inbetween active 
sessions. The security service also preferably performs 
other security services, as described in a prior patent 
application ^'Performing a service on a computer" (referred 

30 to above), on behalf of the applications. The security 
service is preferably managed by an application on its 
host computer, but preferably accepts policies from remote 
platforms governing the data and applications and engine 
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and service for that remote platform on the local 
platform. The local management application preferably does 
not provide means to override those policies, but csui 
refuse to execute processes on unacceptable terms. 

5 

One aspect of this invention is a modification that 
removes the differentiation between the client and the 
server, thus migrating the invention towards a peer-to- 
peer architecture. This aspect of the invention ie that a 

10 client advertises its ability to participate in a 
particular service. The client preferably creates a 
signed certificate that states that the client is able to 
participate in a particular service. The certificate is 
preferably created by signing the label of the service 

15 using the identity of the client's TPM. The certificate 
efr-^:ably" indioate?? thrit the clien?- -uny h-:^'. ci.bl :i t:o 

t^ven abiJv co, at the Lime t-.-- e certificate it? posted. 
The cliexit preferably posts that certificate to the 

20 advertising service. This process is analogous to the 
procedure followed by the searver described cdx)ve, where 
the server signs the label describing a service and posts 
the certificate to the advertising service, -to indicate 
that the server might provide the service, not that the 

25 server will actually provide the service. The client 
preferably also posts to the advertising service an 
additional certificate, which is the public key of the 
client signed by a trusted domain, and is attestation by 
the domain that the client may be tarusted to accurately 

30 state the services (labels) in which it may participate. 
Again, this mirrors the actions of the server described 
above . 
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Another aspect is a modification that provides a 
convenient revocation mechanism and permission mechanism. 
In the system described above, the server preferably posts 
to the advertising service the attestations by the domain 
5 that the server .may be trusted to state the services 
(labels) in which they may participate. In this aspect of 
the invention, the domain preferably controls the 
advertising service and itself posts the attestation for 
both the client and the server. This permits the domain 

10 to dynamically control whether a particular computer is 
able to participate in a service. If the domain does not 
control the advertising service, the clients and servers 
preferably post attestations to the advertising service, 
but the domain preferably posts revocation certificates to 

15 the advertising service. Thus a computer, xvhen visiting. 

ar:-.i/or -rcrver might j^-art:^ cJ-patc i n a p;. - i v:\r;^: , fir:d — the:::' 
the client and/ or server ir> . -: ..aittec ^ ..rticipate in a 
service. Both clients and servers preferably periodically 
20 visit the advertising service, and use the presence and/or 
absence of the attestation and revocation certificates to 
update their pearmissions to provide a participate in a 
given service. 

25 All of the features described herein can be combined with 
any of the above aspects in any combination. 

A specific embodiment of the present invention will now be 
described by way of example and with reference to the 
30 accompanying drawings, in which: 



Figure 1 igjpuis a schematic diagram illustrating the 
information in a computing platform; 
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Figure 2 is a schematic diagram of the relationship 
between four computing platforms; 

Figure 3 tgjp2]is a schematic illustration of a world wide 
web service page showing potentially available services; 

Figure 4 is a flow chart illustrating -the communication 
processes between first and second computing platforms; 

Figure 5 is a flow chart illustrating the communication 
between third and fourth con^juting platforms; 

Figure 6 is a schematic diagram of the architecture by 
15 which the second and fourth platforms provide • a 

??ervioe/engine; and 

Figure 7 is a flow chaxz iiiuscxau:: -.g che prcc..-..s by uhi-h 
a platform is uiaintained or upgraded. 



20 
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Figure i illustrates the information that exists In a 
system consisting of platform-n 100, credential 
certificate 114. credential 116, credit card number 123 
and credential 119, preferably either at manufacture Or at 
initialization of the system. A TPM 101 in platform-n lOO 
contains a public key 102 of trusted domain-A. The TPM 101 
also contains a statistically unique secret, which Is a 
private {identity) key 103 of an asymmetric key pair, and 
used to prove the identity of the platform. A 
corresponding public (identity) . key 112 Is inside a 
credential (certificate) 114 that is signed 113 by trusted 
dotnain-A. The TPM 101 also contains labels- 104,106 (but 
note that not all tpMs contain all labels). One label 104 
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indicates service-X. Another label 106 indicates engine-Y. 
The TPM 101 contains values 105 that correspond to 
measurements relevant to service-X. The TPM 101 contains 
values 107 that correspond to measurements relevant to 
5 engine-y. Each label 104,106 of each engine/service is 
associated 108,109 with the set of values 105,107 that 
correspond to the measurements relevant to the 
engine/service. The platform-n 100 also contains programs 
125. A set of programs 110 provides service-X. A set of 
10 programs 111 provides engine-Y. A set of values 105 
associated with label 104 corresponds to the results of 
measurements that should be obtained if the platform 100 
is executing the programs 110, The set of values 107 
associated with label 106 corresponds . to the results of 
. 15 measurements that should be obtained if the platform 100 

platfor Is in the conf igur.;bion tb^t conforms to the 
meaning of a label. Label 104 is also inside credential 

20 116 (in the form of an X.509 standard certificate) signed 
118 by trusted domain-A and including a reference 117 to a 
description of service-X implied by label 104. Label 106 
is also inside credential 119 (also an X.509 certificate) 
signed 121 by trusted domain-A and including a reference 

25 120 to a description of engine-Y implied by label 106. A 
user 123 has either a credit card number 122 and/or a 
credit card signing-secret 124. 

Figure 2 illustrates four platforms, platform-1 100, 
30 platform-2 200, platform-3 202, platform-4 203. Platform-1 
100 contains TPM 101 and programs 125. Platform-2 200 
contains a TPM 205 and programs 206. Platform-3 202 
contains a TPM 207 and programs 208. Platform-4 203 
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contains a TPM 209 and programs 210* Eaoh TPM 
101,205,207,209 is capable of attesting that the 
associated platform 100, 200, 202, 2t)3 may be trusted to 
provide an engine and/or take part in a service. Also 
5 illustrated is an external credit verif icaticai service 
204. A communication fabric 201 (such as the Internet or a 
Local Area Network, for exairple) connects all four 
platforms and the credit verification service. Ihe 
programs 125,206,208,210 in each platform 100,200,202,203 
10 respectively provide at least a security service (^.g. IIS 
for platform- 1 lOO in Figure 1) plus applications to 
provide services <e.g. 110,111 for platform- 1 100 al«o in 
Figure 1) . 

15. Figure 3 illustrates a V?eb service-page. Each platform 

(100, 200, 202 203) advertiBSS (using ^ V?eb paf?*^) the 

' . Norma t ion on this particular service page 3 0-. acvert:: ~.;:- 
^.. -reforms that can provide service-X. One set 303 of 
20 information advertises the potential availability of 
service-X from platfoarm-l 100. The information includes 
the certificate 309 of label -X 104 signed by platform-1, 
the certificate 114 of platform-1' s pviblic key signed by 
domain-A, and the IP address 302 of platform-1 lOO. 
25 Another set 306 of information advertises the potential 
availability of service-X from platform-2 200. The 
information includes the certificate 308 of label -X signed 
by platform-2, the certificate 304 of platform-2 '« public 
key signed by domain-A, and the IP address 305 ^f 
30 platform-2 200. Similar information 307 from other 
platforms may be available. The information includes the 
certificate 116 of label-x and its description, signed by 
domain-A. 
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Figure 4 is a flow chart that illustrates the process by 
which platform-1 100 uses sezvice-X on platform-2 200 
after consulting a web page 301. Column 401 illustrates 
5 events at platform-1 100. Column 402 illustrates events at 
platform-2 200. Column 403 illustrates events at the web 
server. 

In step-1 404, platform-1 100 visits the Web service page 
10 301. The service-page 301 is widely publicized and/ or 
available at a well known address, for exarr5)le. 

In step-2 405, platform-1 100 verifies that the 
certificates 309,114,308,304,116 and certificates from 
15 other platforms are correctly s.igned. 

200 is able co j; : ^ ide service-X, since trusted domain-A 
has signed the public key of platform'2 in the certificate 
20 304, trusted domain-A has signed the label X and 
description of service-X in certificate 116, and the 
private key of platform-2 has signed the label of service- 
X in certificate 308. 

25 In step-4 407, platform-1 100 contacts platform-2 200 
using IP address 305 and requests the provision of the 
service corresponding to the label X of service-X, using a 
challenge from platform-1 to platform-2- 

30 In step-5 408, platform-2 200 attempts to start seirvice-X 
using the programs 110. The attempt is successful, so the 
measurements taken by the TPM 205 in platform-2 200 now 
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indicate to the TPM 205 that it is permitt:ed to usa the 
label X 104 associated with service-X. 

In step-6 409, platform-2 200 signs label X and the nonce 
5 410 (from the incoming challenge) using its secret key, 
and sends the result 411 back to platform-1 100. 

In step-7 412, platform-l 100 verifies t:he signature of 
platform-2 200 and hence verifies that platfonn-2 200 is 
10 now confirming the presence of --servi<:e-X<. 

In step-8 415, platform-2 200 optionally performs a 
similar test on platform-1 100, to verify that platform-1 
100 also contains servic«-X. 

15 

In i;step -9 41=^ , platJuor 10^^ and pl<?i L:i:o-i::>ti-"- 200 

20 In step-10 417, platform-1 100 and platform-2 200 provide 
and consume service-X, by executing the service and 
passing data 418,419 signed by their respective private 
keys and including label X. 

25 Figure 5 is a flow chart that illustrates the process -by 
which platform-3 202 uses an engine-Y on platform-4 203. 
Column 501 illustrates events at a user of platform-3 202. 
Column 502 illustrates events at platform-3 202. Column 
503 illustrates events at platform-4 203. Column 504 

30 illustrates events at the web site. Column 505 illustrates 
events at the credit verification service 204. The 
protocol executes step 1 404 to step 9 416 of figure 4, 
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until step 10 417, because the use of engine-Y requires 
user authorization. 

In step-10 507 of figure 5, platform 3 202 asks its user 
5 to permit the use of a credit card number associated with 
the user. 

In step-ll 508, the user grants permission by entering the 
credit card number into platfoirm-B 202. 

10 

In step-12 509, platform-3 202 sends the credit card 
number to plat form- 4 203 over the secure channel set up in 
step 9 416 between platform-3 202 and platform-4 204. 

15 In step-13 510, platfcrm-4 202 contacts the credit agency 

In step-14 511, the cx^diz agency 204 confinris to 
platfoi:in-4 203 the validity of the credit card number. In 
20 this case, the credit card agency 204 charges platform-4 
203 for this service, although it could just have easily 
have charged the owner of the credit card number. 

Finally, in step-15 512, platform-3 202 and platform-4 203 
25 provide and consume engine-Y, by instantiating the engine 
on platform-4 and executing data and applications provided 
by platform-3 on that engine. Data 513 passing back and 
forth is signed by their respective private keys and 
includes label Y. 

30 

Figure 6 illustrates the preferred architecture by which 
platform-2 provides service-X and platform-4 provides 
engine-Y. In this example, platform-2 200 and platform-4 
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203 execute service-X ^provided by programs 1,2,3 110) in 
compartment -1 602 and execute engine-Y (provided by 
programs 1,6,8 ill) in compartment -2 €03. A security 
service 60S. may also execute in a compartment €04. Other 

S software processing 601, probably including kernel 
software, enforces and provides the compartment properties 
of the platforms 1 and 2, The security service 605 
provides all security for service-X and engine-Y. The 
security service 605 intercepts messages 606,607 between 

0 the outside world and service-X. The security service 605 
intercepts messages 606,608 between the outside worlti and 
engine-Y. 

Figure 7 is a flow chart that illustrates the process by 
5 which a platform is maintained and/or upgraded. Column 701 

iilu-G^rates -veri'cs at dovTiaiii-Ji. Column 703 illustrafc^-s 



In step-l 703, domain-A signs new values that are l - 
associated with existing label-n, signs a new set of 
{label -p and its associated values} and signs new 
programs . 

In step-2 704, domain-A sends those new data to all of the 
platforms in its domain. 

In step-3 705, each platform's TPM 101, 205, 207, 209 
verifies the signatures on the incoming data using the 
public key of domain-A that was stored in each TPM. In 
step-4 706, the programs are stored in the platform, the 
values associated with label-n in the TPM 101, 20S, 207, 
209 are replaced by the new values, and the new set of 
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{label-p and Its associated values} is installed in the 
TPM 101, 205, 207, 209. 

The previous description assumes that a single domain both 
5 controlled the platforms and provided/managed the 
services. This does not have to be the case. A viable 
alternative is for one domain to control the platforms and 
a different domain to define/provide the services. Then 
one important change is that a platform, when using a 

10 label, should sign and provide a statement of the 
interpretation of the label by the platform. This is 
necessary in order that a second platform can reliably 
deduce the implications at a first platform of a 
particular label at that first platform. Platform -1 could 

15 provide this statement, for example, by modifying the 

thc= l- ;.3l a£ ;:.-.^lew\o:..;c -. ' • placf <: • , - i'Mo u,lght be 
done, for example, by modifying the credential 3 08 to 
20 include a reference to another credential 116, which is a 
signed description of the meaning of a label. 

If different domains provide the platforms and the 
services, a service provided by the platform domain may be 
25 used to install and update the foreign services in the 
platforms . 

If different domains provide the platforms and the 
services, an engine service provided by the platform 
30 domain may be used to provide services in the platforms on 
behalf of the service domain. 
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The system and protocol described herein provides 
significant advantages because the security requirements 
are considerably reduced and the total number of eecrete 
in a system is reduced, thus giving advantageous 
S simplificatipn of the security system. Also the security 
infrastructure is kept out of the applications and engines 
to improve their efficiency. 

The computing platforms described herein have been 
10 explained with particular reference to the TCE>A 
specification. However, that specification is just an 
example of a trusted component of a computing platform and 
other types of trusted component are equally applicable to 
the invention described herein. 
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CI alms 

1. A computer system comprising at least one platform 
containing a trusted entity and at least one label, the 
5 trusted entity being operable such that use of the or each, 
label by the trusted entity is dependent on the presence 
or potential presence of a predetermined software state in 
the or each platform, 

10 2. A computer system as claimed in claim 1 in which the 
at least one label is adapted to indicate or advertise the 
presence or potential presence of the predetermined 
software state in the or each platform. 

15 3, A computer system as claimed in claim 1, in which the 

describ:^^: -^rectly or indirectly i:>y the or f-^^ch label. 

20 4. A computer system as claimed in claim 3, in which the 
or each label describes a service which can potentially be 
offered by the at least one platform. 

5. A computer system as claimed in claim 1, in which the 
25 labels in at least two platforms are the same where the 

labels describe essentially the same configuration of 
computing resources and/or software, 

6. A computer system as claimed in claim 5, in which the 
30 labels in the two platforms are essentially the same where 

the labels describe a particular configuration of 
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computing resources and/or software related to tlie same 
distributed computing engine or dietributed service. 

7. A computer system as claimed in claim 1 in which the 
5 or each label is widely published and one form of 

published label is signed using a secret known to the 
platform. 

8. A computer system as claimed in claim 1, in which the 
10 or each label is widely published and one form of 

published label includes descriptive information and is 
signed by a trusted entity. 

.'si. 

9. A computer system as claimed in claim 1, in which the 
15 or each label is widely published and one form of 

publi??hed l^fcel includes den;C3riptiv.3 inf ormatio3:i. about the 

&£?/5eriated ^dn: l-^e labtl aral ia SJ.gned by a ti-ucccu, 
en tiny. 

20 

10. A computer system as claimed in claim 1, in which the 
or each label is widely published and one form of 
published label includes an offer to provide a 
configuration of computing resources and/or software 

25 associated with the label. 

11. A computer system as claimed in claim 10, in which the 
or each label is signed using a secret known to the 
platform. 

30 

12. A computer system as claimed in claim 1, in which the 
reception by the platform of a cryptographic challenge 
incorporating one of said at least one labels from a 
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second platform causes the platform to determine whether 
the computing resources and/or software associated with 
said label can be provided by the platform. 

5 13. A computer system as claimed in claim 1, in which 
proof of possession of a label by a platform is sufficient 
for another entity to cooperate- with that platform for the 
purposes of using and/or providing the computing resources 
and/ or software described by that label. 

10 

14. A computer system as claimed in claim 3, operable such 
that the right to use the computing resources and/or 
software described by the label depends on provision of 
one or more of : 



15 



20 



25 



30 



px-.;.'-' ■ tion cf a non- secret authorisation value 
associated with a user whose use is known -.-j be 
indicative of a request from the user, 

presentation of a non- secret authorisation value 
associated with a user whose use is known to be 
indicative of agreement by the user to tender payment. 

15. A computer system as claimed in claim 1, in which at 
least one platform contains trustworthy integrated 
mandatory enforcement controls and security capabilities 
that transparently provide security and privacy to 
applications that are at least substantially ignorant of 
security and privacy, and requires permission from at 
least one other platform to permit the flow of information 
to the resources allocated to said other platform from the 
resources allocated to the first -mentioned platform. 
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16. A computer system comprising at least one platforro 
containing a trusted entity and at least one label, the 
trusted entity being operable such that use of the or each 
label by the trusted entity is dependent on the presence 
5 or potential presence of a predetermined software state in 
the or each platform, wherein the at least one label is 
operable to indicate or advertise the presence or 
potential presence of the predetermined software state in 
the or each platform, and wherein the or each label is 
10 widely published and describes a service or resource which 
can potentially be offered by the at least one platform. 

17. A computer system comprising at least one platform 
containing a trusted entity and at least one label, 
15 wherein the label describes a predetsarmined software state 

xn cne or ^r\oh platforu^ and vmerj^in Llie tru^^c^d ^y^l::it:v- 

or-ite is desLj:. Jbed by the label is presen*! c^: ■ otent J ^^I r 
present in the or each platform. 

20 

18. A computer system as claimed in claim 17, in which the 
trusted entity will sign the at least one label with a 

secret known to the platform only if the predetermined 
software state is present or potentially present in the at 
25 least one platform. 

19. A computer system as claimed in claim 17, in which the 
at least one label publicly discloses the predetermined 
software state in order to indicate the availability of a 

30 service or the resource on the or each platform. 
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10 



20. A computer system comprieing at least one platform 
containing a trusted entity and at least one application, 
wherein the platform is operable to perform security 
functions for the conputer system. 

21. A computer system as claimed in claim 20, in which the 
platform performs substantially all security functions and 
the applications perform substantially no security 
functions . 

22. A computer system as claimed in claim 20, in which the 
platform is operable to apply mandatory security controls 
on communications from the computer system. 

15 23 . A computer system as claiir^ed in claim 20, in which 



24. A method for a computer system to signal the potential 
availability of a computing resource or service comprises 
providing a platform containing a trusted entity with at 
least one label, wherein the label is used by the platfoarm 
only when a predetermined software state is present or 
potentially present in the platform. 



20 



25 



25, A method as claimed in claim 24, wherein the label 
describes the computing resource or service, which is 
defined by the predetermined software state. 



30 
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